
The warmth of your home
NEW FLASH 4/6



The range is easily adapted to all types of system layout. The FERROLI NEW FLASH radiator is produced at the 
ISO 9001:2000 certified facilities of a major European manufacturer. It is made using the most advanced steel panel
manufacturing technology, and features the most recent innovations in the industry.

COMFORT WITHIN EVERYONE’S REACH
With the FERROLI NEW FLASH radiator, you can effortlessly create the most advanced central heating systems for
maximum comfort. The diffusion of the heat by radiation and convection guarantees maximum comfort and uniform
heating. The performance of the NEW FLASH has been laboratory tested, in compliance with the European standard
for hot water radiators, EN 442. The FERROLI NEW FLASH radiators are supplied ready for use, together with all the
fastening accessories required. Optional accessories are available for some applications. The FERROLI radiator is also
environmentally friendly. The protective packaging used to ship the unit is in fact made from recyclable cardboard.

A RANGE FOR ALL ENVIRONMENTS
The range of FERROLI NEW FLASH radiators includes 4 models: types 11, 21, 22 et 33.
Each model is available in heights of 300, 400, 500, 600, 700 and 900 mm. 

AESTHETICS AND WARMTH
The rounded corners and smooth edges of the NEW FLASH make the FERROLI radiators both aesthetically attrac-
tive and easy to handle. The radiators are fitted with a decorative top grille and two side pieces. The glossy RAL 9010
coating provides a further touch of elegance to the finish.

PERFORMANCE AND SAFETY
The low inertia of the steel used allows the NEW FLASH to react quickly to the impulses from the thermostat
or climate control.

STANDARD
• Epoxy powder coated steel radiator, RAL 9010 white.
• Covers fitted in the factory, including the upper grille and side pieces.
• Radiator delivered in cardboard packaging.
• Operating pressure: 10 bar.
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technical specificationsNEW FLASH 4/6

TYPE 11 TYPE 21 TYPE 22 TYPE 33

TYPE Height Depth Intercenter Water Weight Exponent Output measured Output measured
content index according to the according to the

EN 442 standards EN 442 standards
H I at ∆t=50°C at ∆t=60°C

mm mm mm l/m kg/m n W/m W/m

300 55,0 250 1,9 10,3 1,30721 559 710
400 55,0 350 2,5 13,4 1,30859 729 925

11
500 55,0 450 3,2 16,5 1,30997 884 1123
600 55,0 550 3,8 19,5 1,31135 1026 1304
700 55,0 650 4,5 22,6 1,32208 1155 1470
900 55,0 850 5,8 28,7 1,34353 1374 1755
300 85,5 250 3,7 16,2 1,30184 804 1020
400 85,5 350 4,8 21,4 1,30893 1014 1287

21
500 85,5 450 6,0 26,6 1,31601 1213 1542
600 85,5 550 7,1 31,9 1,32310 1404 1787
700 85,5 650 8,3 37,1 1,33450 1588 2026
900 85,5 850 10,6 47,6 1,35730 1942 2487
300 115,5 250 3,9 19,6 1,31814 1065 1355
400 115,5 350 5,0 26,0 1,32643 1343 1710

22
500 115,5 450 6,1 32,4 1,33471 1604 2046
600 115,5 550 7,2 38,7 1,34300 1852 2366
700 115,5 650 8,4 45,1 1,34995 2089 2671
900 115,5 850 10,6 57,8 1,36384 2534 3250
300 171,7 250 5,4 29,0 1,32020 1509 1920
400 171,7 350 7,2 38,6 1,33246 1899 2422

33
500 171,7 450 8,9 48,2 1,34473 2258 2885
600 171,7 550 10,7 57,7 1,35699 2590 3317
700 171,7 650 12,4 67,3 1,36469 2897 3716
900 171,7 850 16,0 86,4 1,38010 3449 4436

Dimensions (mm)
Length L Squad n. A B C

300 2 — 150 150
450 4 150 — —
500 4 150 — —
600 4 150 — —
700 4 150 — —
750 4 150 — —
800 4 150 — —
900 4 150 — —

1000 4 150 — —
1050 4 150 — —
1100 4 150 — —
1200 4 150 — —
1350 4 150 — —
1400 4 150 — —
1500 4 150 — —
1600 6 150 800 800
1650 6 150 800 850
1800 6 150 900 900
1950 6 150 950 1000
2000 6 150 1000 1000
2100 6 150 1050 1050
2250 6 150 1100 1150
2300 6 150 1150 1150
2400 6 150 1200 1200
2550 6 150 1250 1300
2600 6 150 1300 1300
2700 6 150 1350 1350
2850 6 150 1400 1450
3000 6 150 1500 1500

IRREVERSIBLE

4 fittings for traditional side connection.

HEIGHTS
300 400 500 600 700 900

I Squad 75 175 275 375 475 675

NEW FLASH 4

Dimensions (mm)
Length L Squad n. A A

mod. 11 mod. 10-20-21-22-33

400 4 125 100
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OUTPUT MEASURED ACCORDING TO THE EN 442 STANDARDS AT ∆t=60°C

300 400 500 600 700 900

400 284 371 449 522 588 703
500 355 462 561 652 735 878
600 426 555 674 782 882 1053
700 497 647 786 912 1029 1229
800 569 740 899 1043 1176 1404
900 638 833 1111 1174 1323 1579

1000 709 925 1122 1303 1470 1755
1100 780 1018 1235 1434 1617 1930
1200 852 1111 1347 1565 1764 2107
1400 994 1295 1572 1825 2058 2457
1600 1136 1480 1797 2085 2352 2808
1800 1278 1666 2021 2347 2646 3159
2000 1420 1851 2246 2607 2940 3511
2300 1633 2128 2583 2999 3381 4037
2600 1845 2406 2919 3390 3821 4563
3000 2130 2775 3369 3911 4409 5265

400 408 515 616 715 810 995
500 510 644 770 893 1013 1244
600 612 772 925 1072 1215 1492
700 714 901 1079 1251 1418 1740
800 816 1030 1233 1429 1621 1989
900 918 1158 1388 1608 1823 2237

1000 1019 1287 1542 1787 2025 2487
1100 1122 1415 1696 1965 2228 2736
1200 1223 1545 1850 2145 2431 2984
1400 1428 1801 2158 2501 2835 3481
1600 1632 2059 2466 2859 3241 3979
1800 1836 2317 2775 3216 3646 4476
2000 2040 2575 3084 3574 4051 4973
2300 2346 2960 3545 4110 4659 5720
2600 2651 3346 4008 4646 5266 6465
3000 3059 3861 4624 5360 6078 7460

400 542 684 819 947 1068 1300
500 678 855 1023 1183 1335 1625
600 813 1026 1227 1419 1603 1950
700 949 1197 1432 1656 1870 2275
800 1083 1368 1636 1892 2137 2599
900 1219 1538 1841 2129 2405 2925

1000 1354 1710 2046 2366 2672 3249
1100 1490 1881 2250 2602 2938 3575
1200 1625 2051 2455 2838 3205 3899
1400 1896 2393 2863 3312 3740 4550
1600 2167 2736 3273 3785 4275 5200
1800 2438 3078 3682 4258 4808 5850
2000 2709 3420 4092 4732 5343 6499
2300 3116 3933 4705 5441 6145 7474
2600 3522 4446 5319 6151 6945 8449
3000 4064 513 6136 7096 8015 9749

400 768 969 1154 1327 1486 1775
500 960 1211 1443 1658 1858 2218
600 1153 1453 1731 1990 2229 1662
700 1345 1696 2020 2322 2601 3106
800 1537 1938 2308 2654 2973 3550
900 1728 2179 2597 2985 3345 3992

1000 1920 2421 2885 3317 3715 4436
1100 2112 2663 3174 3649 4087 4879
1200 2304 2906 3463 3980 4459 5323
1400 2688 3390 4039 4644 5202 6211
1600 3072 3875 4617 5307 5946 7098
1800 3456 4359 5193 5971 6688 7985
2000 3841 4844 5771 6634 7432 8873
2300 4417 5570 6636 7629 8547 10204
2600 4992 6296 7502 8623 9661 11534
3000 5760 7265 8656 9950 11147 13309
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With the NEW FLASH “sweet heat” radiator, you can effor-
tlessly create the most advanced central heating systems for
maximum comfort.

THE IDEAL COMFORT FOR YOUR NEEDS
The range of FERROLI radiators are supplied with covers,
feature 6 connections, allowing connections for traditional
system or two pipes system.

The 6 connections (4 x 1/2” on the side and 2 x 3/4” male,
Eurocône type, bottom) offer a choice of quick connections
for any circumstances:

• Traditional side connection.
• Connections to single- or two-pipe systems.
• Extra accessories: regulation valve (1) that can be used

also with thermostatic heads (2) (Oventrop/Danfoss/
Heimaier).

For traditional or two pipe system connection.

(2)

(1)

NEW FLASH 6

REVERSIBLE
Dimensions (mm)

Length L Height H Intercenter I
300 300 250
400 400 350
500 500 450
600 600 550
700 700 650
800 900 850
900

1000
1100
1200
1400
1600
1800
2000
2300
2600
3000
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